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Abstract: Numerical wave tanks (NWTs) provide efficient test beds for the numerical analysis at
various stages during the development of wave energy converters (WECs). To ensure the acquisition
of accurate, high-fidelity data sets, validation of NWTs is a crucial step. However, using experimental
data as reference during model validation, exact knowledge of all system parameters is required,
which may not always be available, thus making an incremental validation inevitable. The present
paper documents the numerical model validation of a 1/20 scale Wavestar WEC. The validation
is performed considering different test case of increasing complexity: wave-only, wave excitation
force, free decay, forced oscillation, and wave-induced motion cases. The results show acceptable
agreement between the numerical and experimental data so that, under the well-known modelling
constraints for mechanical friction and uncertainties in the physical model properties, the developed
numerical model can be declared as validated.
Keywords: model validation; numerical wave tank; CFD; OpenFOAM; wave-structure interaction
1. Introduction
The numerical modelling of the wave-structure interaction (WSI) is an integral part of
the development of wave energy converters (WECs), complementing physical wave tank tests.
Compared to physical wave tanks, numerical wave tanks (NWTs) provide an excellent numerical tool,
allowing the investigation of different WEC designs and scales, with the ability to passively measure
relevant variables at arbitrary locations throughout the NWT. In particular, computational fluid
dynamics (CFD)-based NWTs can provide high-fidelity data sets to support the WEC development.
To ensure high-fidelity of the generated data, CFD-based NWTs rely on both verification and
validation [1]. Verification embraces the quantification of spatial and temporal discretisation errors
using convergence studies. Validation covers the comparison of numerical results to reference data.
In general, four different validation strategies can be identified, in which CFD results are compared to:
• Analytical results
• Low– to mid–fidelity numerical data
• Third–party CFD-based NWT data
• Experimental data
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In the comprehensive review of CFD-based NWTs for WEC applications in [2], experimental data
has been identified as the most common reference during model validation, which is typically only
available from scale model testing in physical wave tanks.
1.1. Related Studies
Dai et al. [3] validate a numerical model of a fixed oscillating water column, against physical
wave tank tests, to analyse scale effects. Two different scales (with a scale ratio of 1:3) are considered in
both an experimental and numerical test frameworks. For the experimental measurement uncertainty,
the authors follow the recommendations in [4]. Comparing the response amplitude operators (RAOs)
and the captured power between experimental and numerical results, discrepancies of up to 15% are
observed when including measurement uncertainty.
Xu et al. [5] perform experimental and numerical analysis of a two–body, floating point–absorber
type WEC, in operational and survival conditions. For both conditions, independent experimental test
campaigns, in different test facilities and at different scales, were performed. For the survivability test
cases, discrepancies for the surge and pitch RAOs are attributed to a mismatch in the model geometries
and the centre of mass (CoM).
Windt et al. [6] validate a 1/5th scale NWT model of the Wavestar WEC, for power production
assessment, finding discrepancies between physical and numerical results for the surface elevation,
body motion, pressure on the hull, and power take-off force, of the order of O(10%). It is highlighted
that the validation of complex physical systems requires exact knowledge of all system characteristics
for the formulation of assumptions in the numerical model. This detailed knowledge is difficult to
acquire and inaccuracies may influence the achievable order of accuracy for validation studies.
Ransley et al. [7,8] present the results of the Blind Test Series 2 and 3, organised by the
Collaborative Computational Project in WSI (CCP-WSI), considering two moored, floating point
absorber type WECs, exposed to focused waves. The authors perform comprehensive
code-to-experiments and code-to-code comparisons, highlighting, amongst others, the importance of
an accurate representation of the incident wave for a successful replication of the wave-driven WEC
motion within the NWT.
1.2. Objectives
Validating a CFD-based NWT model against experimental data risks the danger of drawing
false conclusions if not all crucial system parameters are available with a high precision and/or
the system under investigation is too complex. Thus, when using experimental data as the
reference, an incremental validation procedure is recommended, considering different test cases
of increasing complexity, to identify error propagation between the cases and ensure the fidelity of the
CFD-based NWT.
Recently, a set of experimental tank tests of a 1/20th scale Wavestar model were conducted
at Aalborg University, as part of the International WEC Control Competition (WECCCOMP) [9].
This paper aims at the validation of a CFD-based NWT model of the 1/20th scale Wavestar model
against the experimental data acquired during the test campaign. As in [6], the present validation study
will follow an incremental procedure in which, first, wave-only cases will be validated, followed by
wave excitation force, free decay, forced oscillation, and wave-induced motion cases. This allows an
accurate assessment of potential misfits between experimental and numerical results.
Together with the validated model of a 1/5th scale Wavestar model presented by Windt et al. [6],
the two validated numerical models will then form the basis of the analysis of the scaling effects of a
point-absorber type WEC as pertinent future work.
1.3. Paper Outline
The remainder of the paper is organised as follows. Section 2 provides the necessary details on
the physical wave tank at Aalborg University. The test cases, considered for model validation, are then
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introduced in Section 3. Section 4 details the setup of the numerical wave tank, including information
on the governing equations, numerical wave generation and absorption method, as well as the domain
layout. Then, results of the validation study are presented in Section 5, based on which conclusions are
drawn in Section 6.
2. Physical Wave Tank
The experimental data, used within this validation study, were acquired during physical wave
tank tests in the wave basin at Aalborg University. A schematic of the wave basin, including all
relevant dimensions, is shown in Figure 1a. The tank measures 14.6 m in length and 13 m in width.
Throughout the test campaign, free surface elevation data was measured with four resistive wave
probes (WP1–WP4), whose locations are indicated in Figure 1a.
The Wavestar WEC consists of a hemispherical hull with a single operational DoF in pitch. In the
full scale device, the hydraulic PTO system consists of a cylinder, pumping fluid through a generator,
with a rated power of 500 kW for a device with 20 floaters [10]. Here, a 1/20th scale model of the full
scale device is considered with an electrical, direct drive actuator PTO, inspired by the case study for
the WECCCOMP. In the wave basin, the device and the supporting structure are mounted on a gantry
with a distance of 5.59 m to the wave maker paddles. Forces on the structure are measured with an
S-type load cell, connecting the linear actuator with the arm and floating structure. The (translational)
floater position is measured as the elongation of the linear actuator via an optical, laser position sensor.
A schematic and a photograph of the device are shown in Figure 1b,c, respectively. The structural
properties are listed in Table 1. Note that the mass and inertial properties, as well as the location of the
centre of mass are taken from [11] and were not explicitly measured during the test campaign.































Figure 1. Schematic (not at scale) of the physical wave tank including the wave probe (WP) positions
(all dimensions in [m]) (a) and the device (b). (c) shows a photograph of the physical device.
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Mass (Float & Arm) 4.23 kg
Inertia (Float & Arm) 0.946 kg m2
Floater diameter (at SWL) 0.256 m
Submergence (in equilibrium) 0.100 m
Water depth d 0.900 m
3. Test Cases
During the physical test campaign, a number of different test cases were considered including,
amongst others, wave-induced motion of a controlled device [12]; however, for the validation of
the CFD-based NWT, only the following five test cases, with incrementally increasing complexity,
are considered.
Initially, to ensure an accurate representation of the incident waves in the numerical domain,
wave-only test cases are considered (see Section 3.1). As highlighted in [13], an accurate representation
of the free surface elevation is a key step for successful validation of a CFD-based NWT model against
experimental wave tank data. To introduce wave-structure interaction, but still keep the complexity
of the model relatively low, wave excitation force tests are considered (see Section 3.2). To get a
preliminary understanding of the ability of the numerical model to capture the system dynamics,
free decay tests are considered (see Section 3.3). Progressively increasing the complexity of the test
cases, forced oscillation tests are studied (see Section 3.4), before considering wave-induced motion
tests (see Section 3.5).
3.1. Waves–Only
For the wave-only test cases, the device is lifted out of the water and the waves are running
through the tank undisturbed. The characteristics of the waves, i.e., wave ID, target wave height
(The target wave height denotes the wave height specified within the wave maker controller.), Htar,
wave period, T, wave frequency, f , wave length, λ, and the wave steepness Htar/λ, are listed in Table 2.
During the wave-only tests, the free surface elevation is measured with four resistive wave probes,
WP1-WP4 (see Figure 1), with a sampling rate of 1 kHz.
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Table 2. Characteristics of the regular waves.
Wave ID Htar T f λ Htar/λ
RW1 0.021 m 0.99 s 1.01 Hz 1.56 m 0.0135
RW2 0.063 m 1.41 s 0.71 Hz 2.93 m 0.0215
RW3 0.115 m 1.84 s 0.54 Hz 4.50 m 0.0256
3.2. Wave Excitation
During the wave excitation force tests, the WEC is locked in its equilibrium position, while being
exposed to waves RW1–RW3. During these tests, the free surface elevation, as well as the wave
excitation force are measured using resistive wave probes and the load cell (see Figure 1b), respectively.
3.3. Free Decay
For the free decay tests, the body is manually lifted out of its equilibrium position and then
released to oscillate freely around the equilibrium position. Three consecutive experimental runs are
considered. Translational position data of the WEC is recorded throughout the tests using the optical
position sensor (see Figure 1b) and transformed into rotational displacement about joint A through
geometric considerations.
3.4. Forced Oscillation
During the forced oscillation tests, the WEC is driven into motion by applying a defined input
force through the linear actuator. Two different types of excitation can be distinguished, which are
detailed in the following.
3.4.1. Single—Frequency Excitation
For the single–frequency excitation cases, a simple sinusoidal force signal is used to drive
the system. Four different cases, with varying frequency and force amplitude, are considered.
The excitation frequency correlates with the wave frequency (1/T) of waves RW1–RW3.
3.4.2. Multi—Frequency Excitation
The multi-frequency excitation experiments are initially performed for system identification
purposes and are realised through up-chirp force signals [12,14,15]. The input force is defined as a
linear frequency sweep in the range of [0.7, 30] rad/s, with a fixed amplitude of 10 N. Note that, due to
unavailability of the experimental force signal in the post-processing stage, the torque about the centre
of rotation A is considered for the multi-frequency excitation experiments.
3.5. Wave-Induced WEC Motion
Finally, for the wave-Induced WEC motion tests, the (uncontrolled) WEC is exposed to the
incident waves RW1–RW3 and the motion, as well as the free surface elevation are monitored.
4. Numerical Wave Tank
The CFD–based NWT is implemented using the open-source CFD toolbox OpenFOAM,
version 4.1. The setup of the CFD-based NWT builds upon the validation study presented by [6],
using the same solver settings and solution schemes, as well as similar boundary conditions.
The problem discretisation is informed by the authors’ previous work and adjusted to the considered
wave characteristics. Only the numerical wave generation and absorption methodology (see Section 4.2)
differ significantly from the numerical model presented in [6].
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4.1. Governing Equations
In OpenFOAM, the incompressible Reynolds averaged Navier-Stokes (RANS) equations,
describing the conservation of mass (Equation (1)) and momentum (Equation (2)), are solved using the
finite volume method [16].
∇ · u = 0 (1)
∂(ρu)
∂t
+∇ · (ρuu) = −∇p +∇ · (ν∇u) + ρfb (2)
In Equations (1) and (2), t denotes time, u the fluid velocity, p the fluid pressure, ρ the fluid
density, ν the kinematic viscosity, and fb external forces, such as gravity, per unit mass.
The pressure-velocity coupling is solved using the PIMPLE algorithm [17], blending the
semi-implicit method for pressure-linked equations (SIMPLE) [18] and the pressure-implicit
split-operator (PISO) [19].




+∇ · (uα) +∇ · [urα(1− α)] = 0 , (3)
and
Φ = αΦwater + (1− α)Φair , (4)
where α denotes the volume fraction of water and Φ is a specific fluid quantity, such as density. ur is
the compression velocity, determined as:
ur = min [cr|u|, max (|u|)] , (5)
where cr is a user–defined factor to control the interface compression. Boundedness of the transport
equation is achieved through the multi-dimensional limiter for explicit solutions (MULES) [21].
The body motion, induced by the incident wave or external force, is solved via Newton’s 2nd law
of motion, within the sixDoFRigidBodyMotionSolver in the OpenFOAM framework [22]. The motion
solver provides a set of restraints, facilitating the numerical representation of the linear PTO. For the
numerical forced oscillation tests, the experimentally measured excitation force (or torque) is fed to the
numerical model through a modified restraint function in the motion solver. The successful use of the
motion solver to replicate a linear actuator type PTO system is demonstrated in [6,23]. The resulting
body motion is accommodated in the numerical domain through mesh morphing by means of the
spherical linear interpolation (SLERP) algorithm.
Finally, regarding the flow conditions, turbulence is assumed to be a minor effect on the final
results in this paper, based on [6,24], and laminar flow conditions are assumed for all simulations.
It should also be noted that some studies in the WEC literature (e.g., [25,26]) highlight the complexity
of turbulence modelling for WEC applications, in particular with respect to the correct wall treatment,
by means of wall functions. The oscillatory nature of the flow around WECs makes it impossible to
obey the well–known conditions on the y+ value, requiring 30 < y+ < 300 for the accurate application
of industry standard wall function, with a single grid over the course of the simulation. Thus, including
turbulence modelling in the CFD-based NWT may, in fact, add inaccuracies and is, thus, omitted here.
4.2. Numerical Wave Generation and Absorption
Various methodologies are available in OpenFOAM to implement wave generation and
absorption [27,28]. A static boundary method, proposed by Higuera et al. [29], for wave generation,
together with a numerical beach, proposed by Schmitt and Elsässer [30], for wave absorption,
is implemented in the present numerical model.
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To ensure sufficient quality of the free surface elevation in [6], the relaxation zone method [31]
is employed. It is well known that this methodology increases the computational overhead by
introducing additional cells in the computational domain to accommodate the relaxation zones.
In contrast, the static boundary method defines the relevant flow quantities, obtained from wave
theory, as Dirichlet boundary conditions at the generation boundary of the CFD-based NWT. For the




+∇ · (ρuu) = −∇p +∇ · (ν∇u) + ρfb + Sρu , (6)
where S controls the strength of the dissipation, equalling zero in the central regions of the domain
where the desired wave field is required and then gradually increasing towards the boundary over
the length of the numerical beach Lb. Here, Equation (7) is used to define the gradual increase of S
towards the domain boundaries.











where xb is the position within the numerical beach, equalling zero at the start and increasing to Lb at
the NWT wall, and Smax denotes the maximum value of S.
The combination of a static boundary method for wave generation [29], and a numerical beach
for wave absorption [30], in this study can deliver good free surface elevation fidelity with minimal
wave reflection and low cell counts. In fact, this is the first study employing this specific combination
of the static boundary method and a numerical beach in OpenFOAM.
The optimal beach length, Lb, and the maximum damping factor within the numerical beach,
Smax, are determined during preliminary simulations (see Appendix A) and are set to 1λRW3 and
2.5 s−1, respectively. A screen shot of the S field is shown in Figure 2.
Figure 2. Side view of the computational domain: Screen shot of the S field.
4.3. Computational Domain
The same computational domain is used for all the different test cases. Figure 3a,b show the side
and top view of the numerical domain, including all relevant dimensions, respectively. To reduce
the overall cell count, the symmetry of the problem is exploited and only half of the physical wave
tank is modelled numerically. A symmetry boundary condition is employed in the xz-plane, where x
points in the wave propagation direction, and z away from the tank floor (see Figure 3a). Furthermore,
the width of the NWT is reduced and the distance between the wave generation boundary and the
device location is shortened, compared to the physical wave tank.
The choice of the spatial and temporal discretisation sizes follows [6]. Spatially, the interface
region in the simulation zone (see Figure 4) and region around the body are discretised with cells of a
(vertical) size of 10 cells per wave height of RW1 (CPHRW1) and a maximum aspect ratio of 4 in the
horizontal and lateral direction, resulting in 186 cells per λRW1. The overall cell count is ∼7.6 M cells.
For the temporal discretisation, a fixed time step size of 0.001 s is used. For brevity, the individual
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convergence studies are shown in Appendix B. A screen shot of the discretisation in the xz-plane is
shown in Figure 4.
Figure 3. Schematic of the numerical wave tank: Side view (a) and top view (b).
Figure 4. Screen shot of the computational mesh in the xz-plane. The simulation zone, in which the
damping factor S = 0, is highlighted in blue.
5. Results and Discussion
This section presents the numerical results for the five different test cases introduced in Section 3,
including a comparison with the experimental data.
5.1. Wave-Only
The long crested plane waves, considered in the present study, allow simulation in a
two–dimensional domain, since such waves are invariant in the lateral direction.
Figure 5a–c show the phase averaged time traces of the free surface elevation, measured at
wave probes WP1–WP4 (see Figure 1a), for waves RW1–RW3, respectively. The results of the
(phase averaged) measured wave height, H, and the mean standard deviation, σ̄, normalised by
H, are listed in Table 3. The mean standard deviation σ̄ is consistent between all wave probes and
waves with values of the order of O(0.5%), indicating relatively small deviation between consecutive
wave periods, considered during the phase averaging.
As indicated in Figure 5a–c, more inconsistencies can be observed for the wave heights between
the different wave probes. Specifically for wave RW3, significant discrepancies between the measured
free surface elevation at wave probe WP1–WP3 (H ≈ 0.11 m) and WP4 (H = 0.095 m) are found.
Based on the increased spread between the wave probes, with increased wave height and period,
it can be assumed that the observed behaviour stems from the influence of wave reflections due to the
absorption capabilities of the physical wave tank.
The discrepancy between the different wave probes for the individual waves poses a challenge
for the selection of the correct wave characteristic in the CFD-based NWT. Figures 6–8 show the
comparison between the phase averaged experimental and numerical free surface elevation, measured
at WP1–WP4, for waves RW1–RW3, respectively. For the individual waves, Table 4 lists the normalised
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where yexp denotes the experimental quantity, ynum is the corresponding numerical quantity, and n
defines the signal length via the number of samples. Normalisation is achieved by the target wave
height Htar, in Table 2.


























WP1: H = 0.027m
WP2: H = 0.021m
WP3: H = 0.017m
WP4: H = 0.023m









Normalised Time t/T [-]
(b) RW2
WP1: H = 0.068m
WP2: H = 0.067m
WP3: H = 0.063m
WP4: H = 0.060m









Normalised Time t/T [-]
(c) RW3
WP1: H = 0.119m
WP2: H = 0.116m
WP3: H = 0.110m
WP4: H = 0.095m
Figure 5. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (see Figure 1),
for waves RW1 (a), RW2 (b), and RW3 (c).
Table 3. Wave height, H, and the mean standard deviation, σ̄, normalised against the mean wave
height, from the experimental data for waves RW1–RW3.
RW1 WP1 WP2 WP3 WP4
H [m] 0.027 0.021 0.017 0.023
σ̄ [%] 0.56 0.68 0.76 0.53
RW2
H [m] 0.068 0.067 0.063 0.060
σ̄ [%] 0.66 0.58 0.48 0.31
RW3
H [m] 0.119 0.116 0.110 0.095
σ̄ [%] 0.70 0.59 0.72 0.48
Table 4. nRMSD between the experimental and numerical free surface elevation, for waves RW1–RW3.
RW1 WP1 WP2 WP3 WP4
nRMSD [%] 8.31 3.86 10.70 2.27
RW2
nRMSD [%] 4.66 4.78 2.82 2.42
RW3
nRMSD [%] 2.87 3.75 5.00 9.26
Generally, a relatively good match in phase can be observed for all waves at all wave probes
in Figures 6–8. Furthermore, Figures 6–8 reveal a consistent wave field within the CFD-based NWT
for all waves, with negligible differences between the wave probes. The consistency in the wave
field can be expected due to the excellent absorption capabilities achieved with the numerical beach,
with reflection coefficient below 2% (see Appendix A). The difference in consistency of the experimental
and numerical wave field leads to varying agreement between the experimental and numerical data
(see Table 4), with a maximum deviation of 10.70% (RW1 at WP3). This varying agreement has to be
taken into account for any further comparison between the experimental and numerical data.
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Figure 6. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d),
for wave RW1.
















































































































Figure 7. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d),
for wave RW2.
















































































































Figure 8. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d),
for wave RW3.
5.2. Wave Excitation
As stated in Section 3, the wave excitation force is measured with a load cell, connecting the linear
actuator and the floater. From a post-processing point of view, it is simpler, in the CFD-based NWT, to
extract the wave excitation torque, Tex, instead of the linear force (see Figure 1b). Thus, from geometric
considerations, Tex is selected as the comparison variable in the following.
Figures 9–11 show the results of the phase averaged wave excitation torque Tex, as well as the free
surface elevation, measured at wave probes WP1–WP4. For a quantitative comparison, Table 5 lists the
nRMSD between the experimental and numerical data. Note that the experimental excitation torque
magnitude is used for the normalisation of the wave excitation torque RMSD.
For the free surface elevation, overall, similar agreement between the experimental and numerical
data can be observed, compared to the wave-only cases. A notable deviation in the agreement between
different wave probes for the individual waves is visible, showing an increased spread between
the wave probes, with increased wave height and period, which is consistent with the wave-only
cases and can likely be attributed to wave reflections from the tank wall in the physical experiments.
Regarding the agreement between the experimental and numerical excitation torque, an expected
close correlation between the agreement of the free surface elevation at WP4 (e.g., 3.04% for RW1
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and 9.76% for RW3) and the agreement of Tex (2.7% for RW1 and 12.48% for RW3) can be observed.
Based on the observed correlation between the free surface elevation at WP4 and Tex, together with
the relatively large deviation between the numerical and experimental free surface elevation at WP4
for RW3 (see Figure 11d), an additional simulation has been run, reducing the numerical target wave
height from the measured wave height of RW3 at WP1, i.e., 0.119 m, to the measured wave height at
WP4, i.e., 0.095m (see Table 3). This case is henceforth referred to as RW3* and results are shown in
Figure 12. As expected, the reduction of the numerical target wave height leads to relatively large
deviations in the free surface elevation at WP1–WP3 (see Figure 12a–c); however reduces the nRMSD
at WP4 from 9.76% for RW3 to 5.24% for RW3*. Furthermore, the acquired data follow the previously
observed correlation between the agreement of the free surface elevation and the wave excitation
torque, with a nRMSD of 5.24% at WP4 and 4.31% for Tex.
Only the results for RW2 do not quite follow the observed correlation between the agreement of
the free surface elevation and Tex. A relatively small nRMSD of 1.93% for the surface elevation at WP4
is achieved, but a relatively large nRMSD of 9.32% is achieved for Tex. The larger nRMSD for Tex is
induced by overall smaller Tex amplitudes in the experimental data, compared to the numerical data.
To rule out inconsistencies in the NWT, as a cause for the larger deviation, the wave field at a specific
time instance is examined and screen shots of the dynamic pressure field are shown in Figure 13a–c,
for waves RW1, RW2, and RW3*, respectively. For RW2, no apparent inconsistencies in the wave field
are visible. At this stage, with the available data, no clear cause for the observed differences between
the numerical and experimental Tex data can be found.











































































































































Figure 9. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and wave
excitation torque (e) for wave RW1.











































































































































Figure 10. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and wave
excitation torque (e) for wave RW2.











































































































































Figure 11. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and wave
excitation torque (e) for wave RW3.
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Figure 12. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and wave
excitation torque (e) for wave RW3*.
Table 5. nRMSD between the experimental and numerical free surface elevation and excitation torque
for waves RW1–RW3.
RW1 WP1 WP2 WP3 WP4 Tex
nRMSD [%] 8.49 3.83 8.42 3.04 2.70
RW2
nRMSD [%] 5.56 4.45 2.82 1.93 9.32
RW3 (H = 0.115 m)
nRMSD [%] 3.17 3.77 3.42 9.76 12.48
RW3* (H = 0.095 m)
nRMSD [%] 12.14 10.97 7.70 5.34 4.31
Figure 13. Screen shot of the dynamic pressure for waves RW1 (a), RW2 (b), and RW3* (c).
5.3. Free Decay
For the free decay test, experimental data from three different runs are available. Figure 14 shows
the time trace of the normalised, rotational floater position, Γ, for the three different experimental runs
and their mean value (see Figure 1b). From the experimental time trace, a natural period of ∼0.8 s can
be extracted for the WEC system. Figure 14 also includes time traces of the normalised floater position
from numerical simulation. Specifically, results for four different values for the inertia of the system
are plotted, i.e., 0.946, 0.600, 0.434, and 0.200 kg m2. As stated in Section 2, initially, the inertia has been
extracted from [11] and lumped using the parallel-axis theorem, resulting in 0.946 kg m2. It can be
seen, in Figure 14, that this value leads to an over-prediction of the amplitude as well as the period of
the oscillation. Based on this result, two trial runs with a reduced inertia (0.3 and 0.2 kg m2) have been
performed, resulting in an over- and under-prediction of the natural period of the system, respectively.
Assuming, a quadratic relation between the value of the inertia and the natural period of the system,
an inertia of 0.434 kg m2 is estimated to deliver a natural period matching the experimental results,
which can be confirmed from Figure 14. Note that the amplitude of the oscillation is still over-predicted
in the numerical simulation; however, this is expected since no mechanical friction, likely to affect the
experimental results [6], is modelled numerically. An inertia value of 0.434 kg m2 is considered for all
subsequent simulations.
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Figure 14. Time trace of the normalised floater position during the free decay test.
5.4. Forced Oscillation
As stated in Section 3, two different types of excitations are considered for the forced oscillation
test: single- and multi-frequency excitation.
5.4.1. Single—Frequency Excitation
Figure 15a,b show the experimental and numerical time traces of the single–frequency (0.54 Hz)
input force (5 N amplitude) and the resulting translational, floater position, respectively. It should be
noted that, for the single-frequency cases, single-sided windowing is applied to the experimentally
measured input force before feeding the force signal to the motion solver, to minimise the chance of
numerical instability.
From Figure 15a, it can be seen that the force in the numerical simulation matches the experimental
force after the initial windowing time. This is expected, since the measured experimental input force
values are the input applied to the numerical simulation, and the time trace is included here merely
as a cross check for the numerical setup. From the floater position data, plotted in Figure 15b, it can
be seen that excellent agreement in phase is achieved between the experimental and numerical data.
Relatively small difference in the motion amplitude can be observed at the peaks (e.g., t = 11.5 s)
and troughs (e.g., t = 18 s). Consistent behaviour is found in Figure 16a,b as well as Figure 17a,b,
showing time traces of the single–frequency excitation with a frequency of 0.54 Hz and 10 N force
amplitude as well as with a frequency of 0.71 Hz and 5 N force amplitude, respectively. Again,
excellent agreement between the experimental and numerical data is achieved in the phase of the
floater position, while some differences can be observed at the peaks and troughs.
For both excitation force frequencies, it can be observed that, although a force signal with constant
peak and trough amplitudes is applied during the experiments, the floater position shows visible
inconsistency between consecutive peaks and troughs (e.g., between 11 and 14 s in Figure 17b).
This behaviour is not visible in the numerical data. Analysing the measured free surface elevation
(at wave probe WP4) for the experimental runs, negligible free surface perturbations can be measured
(of the order of O(≤ 1 · 10−3m)), indicating that artefacts of the mechanical systems are the likely
cause of the inconsistency in the experimental floater position signal. With the available experimental
data, it is challenging to determine the exact cause of the observed behaviour.
Figure 18a,b show the experimental and numerical time traces of the single-frequency excitation
force (with a frequency of 1.01 Hz and an amplitude of 5 N) and the resulting floater position,
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respectively. It can readily be seen that the excitation close to the resonance frequency of the device
(see Section 5.3) leads to considerably larger floater motion, compared to the excitation at 0.54 or 0.71 Hz.
Consequently, the larger floater motion leads to larger free surface perturbation, potentially influencing
the system through wave reflection within the physical wave tank. Potential wave reflection together
with the artefacts of the mechanical system, suggested by the previous results, lead to relatively
large differences between consecutive periods in the experimental data and, thus, to relatively large
differences between the experimental and numerical results.














































Figure 15. Time trace of the single-frequency (0.54 Hz) excitation force (a) and the floater position (b).














































Figure 16. Time trace of the single-frequency (0.54 Hz) excitation force (a) and the floater position (b).
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Figure 17. Time trace of the single-frequency (0.71 Hz) excitation force (a) and the floater position (b).














































Figure 18. Time trace of the single-frequency (1.01 Hz) excitation force (a) and the floater position (b).
5.4.2. Multi—Frequency Excitation
The results for the multi-frequency excitation test case are plotted in Figure 19a,b, showing the
excitation torque and the translational floater position, respectively. It should be noted that, in contrast
to the single–frequency case, no single sided windowing is applied to the excitation torque, since the
Tex follows a relatively smooth trajectory. As shown in Figure 19a, the numerical and experimental
Fluids 2020, 5, 112 16 of 21
torque input virtually overlay each other. Comparing the experimental and numerical floater position
data, a nRMSD of 6.3% can be computed. It is notable that the phase comparability shows a frequency
dependency, manifesting itself as a mismatch in phase between 20 s≤ t ≤25 s. Similarly, a frequency
dependency in the agreement between the amplitudes is visible, most notably between 20 s≤ t ≤22 s
and 24.5 s ≤ t ≤ 27 s.































Figure 19. Time trace of the multi-frequency excitation torque (a) and the floater position (b).
Inspecting the free surface perturbation in the CFD-based NWT at t = 25 s (see Figure 20a),
the differences between the numerical and experimental floater position between 24.5 s ≤ t ≤ 27 s
can be attributed to the influence of reflected waves from the domain boundaries and the different
reflection behaviour in the physical and numerical wave tanks. However, inspecting the free surface
perturbation at t = 21 s (see Figure 20b) significantly smaller free surface perturbations can be observed
in the CFD-based NWT. This suggests that the differences in the floater position amplitude between
20 s ≤ t ≤ 22 s may stem from mechanical features of the physical system, which are not captured in
the CFD-based NWT.
Figure 20. Screen shots of the free surface during the multi-frequency forced oscillation test at t = 25 s
(a) t = 21 s (b).
5.5. Wave-Induced WEC Motion
Finally, cases of wave-induced WEC motion are considered for validation of the numerical 1/20th
scale Wavestar model. Figures 21–23 show the phase averaged experimental and numerical free
surface elevation at WP1–WP4, as well as the phase averaged floater position. The relevant values
of the nRMSD are listed in Table 6. The target wave height Htar and the experimental peak to trough
magnitude of the floater position is used for normalisation of the RMSD for the free surface elevation
and the floater position, respectively.
For wave RW1, excellent qualitative and quantitative (nRMSD = 0.32%) agreement for the floater
position is found, with an nRMSD at wave probe WP4 of 2.56%. At wave probe WP4, waves RW3
and RW4 show similar nRMSD values; however, with nRMSD values of ∼ 5% for the floater position.
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A correlation between the agreement of the experimental and numerical data for the floater position
and the free surface elevation at WP4 can be observed in Figures 22 and 23. It is notable that the
numerical floater position at the peaks overestimates the experimental results for waves RW2 and
RW3. Similarly, the peak in the free surface elevation is overestimated. At the troughs, the numerical
floater position is overestimated; however, it is curious that an underestimation of the numerical free
surface elevation troughs at wave probe WP4 can be observed. Overall, with maximum nRMSD values
of 6%, the agreement between the experimental and numerical floater position data can be declared
acceptable [2].
Table 6. nRMSD between the experimental and numerical free surface elevation and floater position
for waves RW1–RW3*.
RW1 WP1 WP2 WP3 WP4 Floater Position
nRMSD [%] 8.91 4.42 10.99 2.56 0.32
RW2
nRMSD [%] 4.45 4.56 3.73 2.28 6.06
RW3*
nRMSD [%] 9.95 9.75 8.56 3.89 5.54
Figure 21. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and floater
position (e) for wave RW1.
Figure 22. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and floater
position (e) for wave RW2.
Figure 23. Phase-averaged free surface elevation, measured at wave probes WP1–WP4 (a–d), and floater
position (e) for wave RW3*.
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6. Conclusions
This paper documents the validation of a 1/20th scale numerical model of the Wavestar WEC
against experimental data under various test conditions. From the results, the following conclusions
can be drawn:
• The free surface elevation, measured in the physical wave tank, can be replicated numerically
with acceptable agreement, considering the pollution of the physical data by wave reflection.
• The validation of a physical system requires exact knowledge of all system characteristics,
especially difficult to measure quantities such as the moment of inertia, to avoid tuning of the
numerical model, thereby undermining the confidence in the generality of the developed model.
• Considering the negligence of any mechanical friction in the CFD-based NWT model,
the presented numerical model of the Wavestar WEC can be regarded as validated.
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Appendix A. Numerical Beach
To determine the optimal beach length, Lb, and maximum damping factor, Smax, a preliminary
parametric study is performed. Generally, the numerical beach settings are dependent on the wave
height and wave length [32], where longer wave lengths require longer beach lengths for efficient
wave absorption. Thus, the longest (and largest) wave RW3 is used for the parametric study. Table A1
includes the reflection coefficient, R, determined based on the three point method in [33], for different
combinations of Lb and Smax. Three wave probes with a spacing of 1/10λRW3 and 1/4λRW3 between the
first and second and first and last wave probe, respectively, are employed, where the first wave probe
is located at the intended device location.
Even with a beach length of Lb = 1λRW3 and a maximum damping factor of 2.5 s−1, a reflection
coefficient of 1.77% is achieved, which can be considered small [34]. No significant differences can be
observed regarding the reflection coefficient for the different beach lengths with a maximum damping
factor of 2.5 s−1. Thus, to keep the overall cell count low, the shortest beach length is chosen for all
subsequent simulations.
Table A1. Reflection coefficients for different combinations of Lb and Dmax.
Smax Ltextb = 1λRW3 Lb = 1.5λRW3 Lb = 2λRW3
2.5 s−1 1.77% 1.50% 1.68%
5 s−1 3.50% 1.83% 1.74%
Appendix B. Convergence Studies
The same computational domain is used for all the different test cases. Thus, to determine the
required spatial and temporal discretisation sizes, sea state RW1 (shortest wave period and smallest
wave height) is chosen for the convergence study. Based on [28], three different cell and time step sizes
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are tested, where the former is parametrised by the wave height, i.e., cells per wave height (CPH).
The cell sizes (in the interface region) are: 5, 10, and 20CPH. The time step sizes are ∆ t = 0.002 s,
0.001 s, and 0.0005 s. The phase averaged wave height at the intended device location ([x,y,z] = [0,0,0])
is used as the input to the convergence study. The results of the (numerically) measured wave height,
together with the convergence type and the discretisation uncertainty is listed in Table A2. For brevity,
only temporal convergence studies are performed for RW2 and RW3, for which results are listed in
Tables A3 and A4, respectively.
Table A2. Results of the spatial and temporal convergence study for RW1 (T = 1 s, H = 0.02 m).
∆ t [s] ∆ t [s] ∆ t [s]
∆ z 2 × 10−3 1 × 10−3 0.5 × 10−3 Conv. Type Ū
5CPHRW1 0.022 0.022 0.022 Monotone 0.7%
10CPHRW1 0.022 0.023 0.023 Monotone 0.2%
20CPHRW1 0.023 0.023 0.023 – –
Conv. Type Monotone Monotone Monotone – –
Ū 1.2% 0.3% 0.7% – –
Table A3. Results of the temporal convergence study for RW2 (T = 1.4 s, H = 0.060 m).
∆ t [s] ∆ t [s] ∆ t [s]
∆ z 2 × 10−3 1 × 10−3 0.5 × 10−3 Conv. Type Ū
5CPHRW1 – – – – –
10CPHRW1 0.059 0.061 0.061 Monotone 0.8%
20CPHRW1 – – – – –
Conv. Type – – – – –
Ū – – – – –
Table A4. Results of the temporal convergence study for RW3 (T = 1.84 s, H = 0.094 m).
∆ t [s] ∆ t [s] ∆ t [s]
∆ z 2 × 10−3 1 × 10−3 0.5 × 10−3 Conv. Type Ū
5CPHRW1 – – – – –
10CPHRW1 0.099 0.100 0.100 Monotone 1.1%
20CPHRW1 – – – – –
Conv. Type – – – – –
Ū – – – – –
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